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1 INTRODUCTION

This document outlines the requirements for client’s platform (e.g. personal computer) for the correct and optimal usage of the EDCS system.

If client’s platform does not meet the requirements or is not supported in this document, CrimsonLogic does not guarantee the performance and correct operations of the system.

2 PLATFORM REQUIREMENTS

2.1 EDCS Web System, WebAdmin System and Canal Internet Gateway Administration Portal (CIG Admin)

The minimum platform requirements for these modules are: 

· Microsoft Internet Explorer versions 6.0 SP1 and above

· Browser must have Java Applet enabled to support Digital Signing of online forms

· Java Runtime Environment 1.4.2 or higher (for Java Plug-in) installed

· Minimum disk space: 250 MB (for installation of JRE, USB token drivers and temporary files)

· Minimum RAM: 64 MB

· Minimum CPU: Pentium III 

· USB port available for USB token access if user will perform Digital Signing

· Supported O/S platform: Windows 2000 (SP2), Windows XP

· Minimum Internet connection bandwidth : 64 Kbps

The recommended platform requirements for these modules are: 

· Microsoft Internet Explorer versions 6.0 SP1 and above

· Browser must have Java Applet enabled to support Digital Signing of online forms

· Java Runtime Environment 1.4.2 or higher (for Java Plug-in) installed

· Recommended disk space: 500 MB (for installation of JRE, USB token drivers, temporary files)

· Recommended RAM: 256 MB or more

· Recommended CPU:  Pentium IV or higher

· USB port available for USB Token access if user will perform Digital Signing

· CIP Utility , MU 12 Driver installed for the USB Token

· Supported O/S platform: Windows 2000 (SP2), Windows XP

· Recommended Internet connection bandwidth : Broadband 256 Kbps or faster

The mandatory browser settings: 

· Privacy level of the browser must not be set higher than Medium.

· The Browser cache must be set to check for newer versions of stored pages as ‘Every visit to the page’  
2.2 Canal Internet Gateway (CIG) System

Client is expected to develop its own client software by using PKI technology for HTTP transmission according to the client requirements specified in CIG Clients’ Requirements Document (CRD). The client software can run in any operating system on any platform as long as it can submit messages to and receive responses from the CIG in specifications according to Panama Canal’s Automated Data Requirements (PC-ADR). Client needs to make sure his system software and hardware can support the client software. Client also needs to store security certificate in his file system.

· For CIG clients using the RTFTP Client for Windows and Solaris, 

The minimum platform requirements for RTFTP Client for Windows are: 

· Minimum RAM: 64 MB

· Minimum CPU: Pentium III

· Minimum disk space: 250 MB. (Free Hard disk space of 100MB).

· Supported O/S platform: Windows 2000 (SP2)

The recommended platform requirements for RTFTP Client for Windows are: 

· Recommended RAM: 128MB

· Recommended CPU: Pentium IV

· Recommended disk space: 2GB. (Free Hard disk space of 100MB).

· Recommended O/S platform: Windows 2000 (SP4)

The minimum platform requirements for RTFTP Client for Solaris are: 

· Supported O/S platform: Solaris 8

· Pre-requisites software for installing RTFTP Client 

-
gzip and tar (Package/UnPacking utilities) pre-installed

· gcc 2.95.3 and above 

· make

· patch

· Minimum disk space: 250 MB (for installation of the RTFTP client)-Free Hard disk space of 100MB.

The recommended platform requirements for RTFTP Client for Solaris are: 

· Supported O/S platform: Solaris 8

· Pre-requisites software for installing RTFTP Client 

-
gzip and tar (Package/UnPacking utilities) pre-installed

· gcc 2.95.3 and above 

· make

· patch

· Recommended disk space: 500 MB (for installation of the RTFTP client) -Free Hard disk space of 100MB.
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